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TUNDRA

Tundra is an ideal hose for outdoor air and water applica-
tions in cold weather. Its specially formulated compounds are 
engineered to be tough and flexible at very low temperatures. 
Tundra is also silicone free. 

Application:

Tube- High grade low temp. PVC compound. Medium 
Class B oil resistance.  
Reinforcement- High tensile strength polyester yarn.  
Cover- High grade low temp. PVC compound. Medium 
Class B oil resistance.

Construction: 

 -40C to +65C (-40F to +150F)
Temperature Range:

TUNDRA LOW TEMP PVC AIR HOSE

1/4” to 1/2” - 500ft reel no cutting
Full coils / reels only.

Standard Lengths:

TUNDRA-RED-.25 1/4 0.50 300 0.08
TUNDRA-RED-.375 3/8 0.63 300 0.10
TUNDRA-YEL-.375-500R 3/8 0.63 300 0.10
TUNDRA-YEL-.5-500R 1/2 0.78 300 0.15

Parts No.
I.D.
Inches

O.D.
Inches

Max W.P.
PSI

Approx. Wt. 
Per. Ft. Lbs.
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MARINE EXHAUST HARD WALL

MXH

-
Product Information:

Blue Stripe “Certified Marine Exhaust Size”
Branding:

100ft cut to any length at no charge
Standard Lengths:

MXH-.5 1/2 0.84 4 0.35 
MXH-.625 5/8 1.03 5 0.40
MXH-.75 3/4 1.16 6 0.45
MXH-.875 7/8 1.25 7 0.50
MXH-1 1 1.40 8 0.60
MXH-1.25 1-1/4 1.70 10 0.75
MXH-1.5 1-1/2 1.97 12 0.90
MXH-1.625 1-5/8 2.10 13 1.05
MXH-1.75 1-3/4 2.23 14 1.20
MXH-1.875 1-7/8 2.35 15 1.25
MXH-2 2 2.50 16 1.35
MXH-2.125 2-1/8 2.64 17 1.45
MXH-2.25 2-1/4 2.75 18 1.55
MXH-2.375 2-3/8 2.88 19 1.65
MXH-2.5 2-1/2 3.06 20 1.80
MXH-2.625 2-5/8 3.18 21 1.90
MXH-2.875 2-7/8 3.43 23 2.10
MXH-3 3 3.61 24 2.25 
MXH-3.125 3-1/8 3.64 25 2.30 
MXH-3.5 3-1/2 4.11 28 2.65 
MXH-4 4 4.56 32 3.20 
MXH-4.125 4-1/8 4.68 33 3.30 
MXH-4.5 4-1/2 5.19 36 3.71 
MXH-5 5 5.59 40 4.02 
MXH-5.5 5-1/2 6.09 44 4.51 
MXH-6 6 6.61 48 5.00

Parts No.
I.D.
Inches

O.D.
Inches

Approx. Wt. 
Per. Ft. Lbs.

Bend 
Radius(In.)
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All hose made to USCG specifications. Minimum burst on all sizes is 
180PSI.  Recommended for working temperatures of up to 212F. 
Used for wet exhaust in pleasure craft marine engine applications.

Specially blended tube for long life under severe conditions.
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Used from deck fill to marine fuel tank.  Extremely flexible, will not kink 
when used on short bend radius.  Made to USCG specifications and 
branded accordingly.  Approved by B.I.A.  Type A meets S.A.E. J1527 and  
U.L. Spec 1114 sect. 16.

Application:

Tube - Black oil and gasoline resistant nitrile    
Reinforcement - High tensile wire helix and layers of synthetic yarn.
Cover - Black oil, gasoline and weather resistant synthetic rubber. 

Construction:

-32 to+ 82C (-25F to +180F)
Temperature Range:

MARINE FUEL FILL HARD WALL

MFF

PVCMS

Extremely flexible for use in confined bilge areas.
Application:

Tube - Smooth cream coloured PVC
Reinforcement - PVC helix
Cover - Corrugated cream coloured PVC

Construction:

-20C to +65C (-4F to +150F)
Temperature Range:

PVC MARINE SANITARY

PVCMS-1 1 1.22 1 45 29 0.15
PVCMS-1.25 1-1/4 1.49 1.5 40 29 0.20
PVCMS-1.5 1-1/2 1.77 2 40 29 0.25
PVCMS-2 2 2.32 2.5 35 26 0.31

Parts No.
I.D.
Inches

O.D.
Inches

Max W.P.
PSI

Approx. Wt. 
Per. Ft. Lbs.

50ft / 100ft
Standard Lengths:

100ft cut to multiples of 5ft
Standard Lengths:

MFF-1.5 1-1/2 1.91 150 0.75  
MFF-1.625 1-5/8 2.04 150 0.80  
MFF-1.75 1-3/4 2.17 150 0.89  
MFF-1.875 1-7/8 2.29 150 0.95  
MFF-2 2 2.42 150 1.01  
MFF-2.125 2-1/8 2.55 150 1.06  
MFF-2.25 2-1/4 2.67 150 1.12  
MFF-2.375 2-3/8 2.79 150 1.17  
MFF-2.75 2-3/4 3.16 150 1.38  
MFF-2.875 2-7/8 3.28 150 1.44

Parts No.
I.D.
Inches

O.D.
Inches

Max W.P.
PSI

Approx. Wt. 
Per. Ft. Lbs.

Suction 
Inch HG

Bend Radius 
Inched
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For discharge of dry bulk products including chalk, china clay, limestone, 
ground silca, fullers earth, dry cement, sodium sulphate, lime & fertilizer.

Application:

Tube - Black abrasion resistant natural rubber   
Reinforcement - Spiraled layers of high tensile synthetic cord 
Cover - Black abrasion & weather resistant synthetic rubber. 
Branding - Green Stripe “Bulkmaster Discharge”

Construction:

-35C to +82C (-31F to +180F)
Temperature Range:

BULKMASTER DISCHARGE

BMS-3 3 3.70 3/16 80 1.87
BMS-4-.125 4 4.54 1/8 75 2.02
BMS-4-.188 4 4.54 3/16 75 2.20
BMS-4-.25 4 4.72 1/4 75 2.76
BMS-4-.313 4 4.69 5/16 75 2.90
BMS-4.5 4-1/2 5.22 1/4 75 2.97
BMS-5-.188 5 5.63  3/16 75 2.94

Parts No.
I.D.
Inches

O.D.
Inches

Max W.P.
PSI

Approx. Wt. 
Per. Ft. Lbs.

100ft cut to multiples of 5ft
Standard Lengths:

Tube Gauge
Inches

For suction and discharge of dry bulk products including chalk, china clay, 
limestone, ground silca, fullers earth, dry cement, sodium sulphate, lime & 
fertilizer.  Suitable for full vacuum.

Application:

Tube - Black abrasion resistant natural rubber
Reinforcement - A high tensile steel helix embedded between textile cords. 
Cover - Black abrasion & weather resistant synthetic rubber with white stripe 
Branding - Green Stripe “Bulkmaster Suction”

Construction:

-35C to +82C (-31F to +180F)
Temperature Range:

BULKMASTER HARDWALL

BH-4-.188 4 4.80 35 3/16 75 3.85
BH-4-.25 4 4.94 35 1/4  75 4.41
BH-4-.313 4 5.08 35 5/16 75 4.96

Parts No.
I.D.
Inches

O.D.
Inches

Max W.P.
PSI

Approx. Wt. 
Per. Ft. Lbs.

100ft cut to multiples of 5ft
Standard Lengths:

Tube Gauge
Inches

Bend Radius
Inches
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SB

CP

For conducting sand, steel shot & other abrasives for blast cleaning.
     

Application:

Tube - 1/4” black static conductive abrasion resistant natural rubber 
Reinforcement - Two layers of synthetic textile cords
Cover - Black natural / EPDM blended rubber.   
Branding - Unbranded

Construction: 

-35C to +82C (-31F to +180F)
Temperature Range:

SANDBLAST

SB-.5-1.063 1/2 1.063 150 0.47
SB-.5-1.125 1/2 1.125 150 0.49
SB-.75-1.5 3/4 1.500 150 0.72
SB-1 1 1.875 150 1.06
SB-1.25-1.875 1-1/4 1.875 150 1.11
SB-1.25-2.156 1-1/4 2.156 150 1.25
SB-1.5 1-1/2 2.375 150 1.43
SB-2 2 2.875 150 1.69
SB-2.5 2-1/2 3.425 150 2.37
SB-3 3 4.000 150 3.09 

Parts No.
I.D.
Inches

O.D.
Inches

Max W.P.
PSI

Approx. Wt. 
Per. Ft. Lbs.

50ft / 100ft
Standard Lengths:

For conducting plaster, grout, wet cement and concrete at high pressure 
Application:

Tube - Black abrasion resistant natural rubber
Reinforcement - Layers of high tensile synthetic cords
Cover - Black abrasion resistant synthetic rubber
Branding - White Stripe

Construction: 

-35C to +82C (-31F to +180F)
Temperature Range:

CONCRETE PLACEMENT

CP-1.5 1-1/2 2.25 800 1.19  
CP-2 2 2.76 800 1.29  
CP-3 3 4.00 800 2.54  
CP-4 4 5.12 600 3.85 

Parts No.
I.D.
Inches

O.D.
Inches

Max W.P.
PSI

Approx. Wt. 
Per. Ft. Lbs.

50ft / 100ft
Standard Lengths:
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