


RIBBED RUBBER
MATTING

ISO/ASTM DESIGNATION = SBR

Physical Characteristics:

Tensile: 435 PSI

Elongation: 300%

Hardness: 70 SHORE ‘A" +/-5
Temperature Range: -4°F to 176°F (-20°C to 80°C)

Parts No. Ribbed Gauge x Width Length Wt. Per LY Colour
RMBW-.125-24 Wide 1/8" X 24" 25YDS 4.50 Black
RMBW-.125-36 Wide 1/8” X 36" 25YDS 7.00 Black
RMBW-.125-36-50 Wide 1/8” X 36" 50YDS 7.00 Black
RMBW-.125-48 Wide 1/8” X 48" 25YDS 9.00 Black
RMGW-.125-36 Wide 1/8” X 36" 25YDS 7.00 Grey
RMBRW-.125-36 Wide 1/8” X 36" 25YDS 7.00 Brown
RMBW-.25-36 Wide 1/4” X 36" 25YDS 14.00 Black
RMBF-.125-36 Fine 1/8” X 36" 25YDS 7.00 Black
RMBF-.125-48 Fine 1/8” X 48" 25YDS 9.00 Black

NOTE: A low cost industrial commercial safety floor mat or runner available in customized widths to
suit your toughest applications. The unique compound of polymer rich rubber provides outstanding
wear resistance and durability for both indoor and outdoor environments.
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ANTI FATIGUE MATTING

Physical Characteristics:

Tensile: 435 PSI

Elongation: 300%

Hardness: 70 SHORE ‘A" +/—5

Temperature Range: -4°F to 170°F (-20°C to 80°C)

Parts No. Ribbed Gauge x Width Length Wt. Per LY Colour
FM-.25-36 Wide 1/4” X 36" 25YDS 7.50 Black
FM-.375-36 Wide 3/8” X 36" 25YDS 10.00 Black
FMDPYB-.375-36 Diamond ~ 3/8” X 36” 25YDS 10.00 Black

NOTE: 1/8” Rubber or Vinyl Face x 1/8” or 1/4” sponge back. Anti fatigue matting is available
in other colours, widths and other backing specifications upon request.
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HEX ANTI FATIGUE
MATTING

Physical Characteristics:

Tensile: 435 PSI

Elongation: 300%

Hardness: 60 SHORE ‘A" +/-5

Temperature Range: -35°F to 180°F (-37°C to 82°C)
Thickness = 3/4”

WT. Per
Parts No. Length x Width Pclbs. Colour Finish Compound
STAM 36"X 36” 21 Black Honey Combed SBR
STAM-NIT 36"X 36” 25 Red Honey Combed Nitrile

NOTE: This matting is designed specifically to give relief from ankle, knee, hip and back pain. It
provides excellent stress relief for workers who are stationary for long periods of time on hard floor

surfaces. It is easy to clean, easy to configure and easy to move around. Mat comes with a built on
connector strip.
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TOLERANCES

Thickness Tolerances:

Gauge Thickness Tolerance on Gauge Tolerance* on Length
Inches Inches (Plus or Minus) Plus or Minus

1/32” 0.010" 10%
1/16” 0.015" 10%
3/32" 0.015" 10%
1/8” 0.015" 10%
3/16" 0.032" 10%
1/4” 0.032" 10%
3/8" 0.032" 10%
172" 0.047” 10%
5/8" 0.063" 10%
3/4” 0.093" 10%
17 0.100" 10%

* Exceptions: 3/16” to 1” Skirtboard & Chute Lining 50ft. +2ft. -0
* Tolerance specification of the RMA Sheet Rubber Handbook

(Width Tolerances on Full Rolls:)

Normal Width Tolerance Inches
Inches (Plus or Minus)
36" and Over 1”

(Width Tolerances on Cut Rolls:)

Normal Width Tolerance Inches
Inches (Plus or Minus)
Various widths (Excluding Skirtboard Rubber) +/- 1/8”
Skirtboard Rubber +/- .3937”

(Tolerances on Hardness:)
All Gauges = +/- 5 Durometer
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DIAMOND TOUGH

Parts No. Style

SL5-SIZE STYLE-5

DBL-RET DOUBLE RETAINER
SNGL-RET SINGLE RETAINER

TO ORDER: Just specify quantity, pulley diameter and “style five”.
SHIPPING WEIGHT: 18-1/2 Ibs.

1. Six foot lengths, easily cut “on-the-job” to pulley width.
No waste. short ends can be joined.
2. Greater belt grip. Twice as many edges on dimaond design.
3. Automatic self cleaning. Excess materials flow out in all directions.
4. Many molded-in “sipes” in each diamond creates high felxibility.
Quick release of foreign materials in grooves.

NOTE: Oil resistant rubber, stainless steel retainer.
Strips and edge crown pulley lagging available

RETAINERS:

When retainers are desired, they should be ordered in addition to the Slide Lag pads on the basis
of one double retainer per Slide Lag pad ordered, and one single retainer for every 4 Slide Lags
(always rounding up to the nearest whole number).

EXAMPLE:

4 Slide Lag Pads ordered = 4 double retainers and 1 single retainer required.

14 Slide Lags Pads ordered = 14 double retainers and 4 single retainers (14/4 = 3.5 - round up to 4)
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SLIDE LAG TABLE

USE THIS TABLE TO DETERMINE NUMBER OF SIX FOOT LENGTHS NEEDED TO COVER PULLEY
PULLEY FACE WIDTH IN INCHES
12 [ 14 | 16 | 18 | 20 | 22 | 24 | 26 | 30 | 32 [ 36 | 38 | 40 |44 | 46 | 51 | 54 | 60 | 66 | 72
10 | 1 1 2 2 2 2 2 2 3 3
P
U |12 |1 |22 |2]2]2|2]|3]|3]3
L
L 14 | 2 2 2 2 2 3 3 3 3 4
E
Y |16 | 2 | 2 |2 |2 | 3|3 |33 | 4| 4| 4|5 |5 |6+5
D |®8|2|2|2|3|3|3|3|4|4|4|5|5 |5/ |6/ 6|7
|
A 2|2 2|3 |3|3|4/|4|4/|5 |56 6|6 /|7 7/|8/|8]09
I\é|2423334445567778899111112
Ezs 4 | 4 |5 | 5|6 |6 | 7| 7|8 |8 | 9|9 |10|13]|13 |13 14
Rso 5| 5|5 |6 | 7| 7| 8|8 |9 |10|10 |11 |12 | 14 | 14 | 15
Illas 71 7|8 | 8] 9 |10 |10 | 11 |12 |13 | 14 | 15 | 17 | 18
ﬁ 42 8 9 (10| 11 |12 |12 | 13 | 13 |15 | 16 | 18 | 20 | 21
E | a8 9 |10 | 11 |12 | 13 | 14 | 15 | 16 | 17 | 18 | 20 | 22 | 24
S
54 12 | 12 | 14 | 15 | 15 | 17 | 18 | 20 | 21 | 23 | 25 | 27
60 13 | 14 | 15 | 16 | 17 | 19 | 20 | 22 | 23 | 25 | 28 | 30
NOTE: STYLE 5 - NATURAL RUBBER - FOR GENERAL DUTY SERVICE.
FOR SIZES NOT LISTED
1. DIVIDE PULLEY DIA. BY 2
2. MULTIPLY X PULLEY FACE
3. DIVIDEBY 72
4. ORDER NEXT HIGHER MULTIPLE OF 72
&
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SHAKER SCREEN
PROTECTORS

BUFFER STRIP FOR USE ON SCREEN SUPPORT BARS

Dimensions in Inches

Parts No. Size Inches A B C D E F

FTUCHD-.375 3/8 3/8 1-1/16 1/2 5/8 13/16  3/16
FTUCHD-.5 1/2 1/2 1-1/16 3/8 1/2 13/16  3/16
FTUCHD-.75 3/4 3/4 1-1/2 5/8 3/4 1 1/4

NOTE: Style FT - Flat Top
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A& SWITCHBOARD A&
MATTING

Physical Characteristics:

Tensile: 1100 PSI
Hardness: 85 SHORE “A” +/—5

Part No. Ribbed Gauge x Width Length Wt. Per LY Colour
1/4” X 36" 25YDS 20.1 Black

SM-.25-36 Fine

NOTE: Switchboard Matting is specially compounded to protect against electrical shock making
it ideal to use when working around high voltage electrical equipment. Every roll of switchboard
matting is electrically tested per the proceduce ASTM-D178-81 Type Il. Proof tested @ 20,000
volts and dielectrically tested to 30,000 volts. Meets FMVSS302 requirements.
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