








M
aterial H

andling H
ose

INDUSTRIAL HOSE

WWW.IRPRUBBER.COMEastern Canada: 1-905-670-5700
Western Canada: 1-604-472-1200

M
aterial H

andling H
ose

PRODUCT CATALOGUE

WWW.IRPRUBBER.COMEastern Canada: 1-905-670-5700
Western Canada: 1-604-472-1200

GT blower hose is designed for dust collection, fume removal, air vent 
lines and other vapour removal applications.

Application:  

Tube- Smooth clear PVC.     
Reinforcement- Exposed grey PVC helix allows for extreme flex-
ibility.    
Cover- Smooth clear PVC allows visual confirmation that material 
is flowing       
       

Construction:

 -20C to +65C (-4F to +150F)
Temperature Range:

TIGERFLEX GT BLOWER HOSE

TIGER-GT

* Other sizes available on request

TIGER-GT-1.5 1-1/2 1.82 22 1 20 0.23
TIGER-GT-2 2 2.39 21 2 15 0.30
TIGER-GT-2.5 2-1/2 2.89 19 2 10 0.39
TIGER-GT-3 3 3.46 18 3 10 0.50
TIGER-GT-4 4 4.50 13 3 8 0.77
TIGER-GT-5 5 5.50 10 5 7 0.91
TIGER-GT-6 6 6.54 7 6 6 1.08

Parts No.
I.D.
Inches

O.D.
Inches

Max
W.P. PSI 

Approx. Wt. 
Per. Ft. Lbs.

Bend Radius 
Inches

Vaccum Rating 
(In. Hg) 68F

1-1/2” to 6”- 100ft & 50ft no cutting
Standard Lengths:

Specially engineered rubber blend which gives the ideal combination of 
light weight, flexibility and superior long-lasting durability. Applications in-
clude abrasive material transfer, sand/shot recovery lines, roof rock clean-
ing, grain handling, fly ash collecting and industrial vacuum equipment.

Application:  

Tube- Specially engineered rubber blend. Smooth bore.  
Reinforcement- Rigid PVC helix.    
Cover- Specially engineered rubber blend. Corrugated cover.  
       
      

Construction:

 -40C to +65C (-40F to +150F)
Temperature Range:

TIGERFLEX TR1 MATERIAL HANDING HOSE

TR

TR-2 2 2.38 FULL 1.5 32 0.50
TR-3 3 3.56 FULL 2.5 28 1.00
TR-4 4 4.67 FULL 4.5 26 1.17
TR-5 5 5.73 28 5 21 2.38
TR-6 6 6.88 28 9.5 19 3.20

Parts No.
I.D.
Inches

O.D.
Inches

Max
W.P. PSI 

Approx. Wt. 
Per. Ft. Lbs.

Bend Radius 
Inches

Vaccum Rating 
(In. Hg) 68F

2” to 4” - 50ft & 100ft no cutting
6” - 20ft, 50ft & 100ft no cutting

Standard Lengths:
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Designed for suction and light blowing of lightweight abrasives such as 
rockwool, fiberglass, sawdust, grain, insulation and cement dust.

Application:  

Tube- SBR Rubber blended with static carbon black. Smooth bore. 
Reinforcement- Rigid PVC helix.    
Cover- SBR Rubber blended with static carbon black. Corrugated cover. 
   

Construction:

  -40C to +60C (-40F to +140F)
Temperature Range:

180BL ABRASION RESISTANCE RUBBER SUCTION

180BL

180BL-2.5 2-1/2 2.91 25 2.5 18 0.71
180BL-3 3 3.44 23 3 13 0.92
180BL-4 4 4.53 20 4 10 1.50
180BL-5 5 5.63 15 5 8 1.68
180BL-6 6 6.67 15 9 8 2.40

Parts No.
I.D.
Inches

O.D.
Inches

Max
W.P. PSI 

Approx. Wt. 
Per. Ft. Lbs.

Bend Radius 
Inches

Vacuum Rating 
(In. Hg) 68F

2-1/2”  - 100ft  no cutting     
3” to 6”  - 100ft/50ft  no cutting    
   

Standard Lengths:

General ducting and blower applications. For use with lightweight abra-
sives such as sawdust, grass clippings, street refuse and cotton pickers.

Application:  

Tube- Smooth EPDM.    
Reinforcement- Metal wire helix.    
Cover- Slightly corrugated EPDM Rubber.  
         

Construction:

-40C to +104C (-40F to +220F)
Temperature Range:

KANAFLEX 620WD BLOWER HOSE

620WD-2.5 2-1/2 3.00 12 3 12 0.44
620WD-4 4 4.39 9 4 9 0.73
620WD-6 6 6.36 6 6 6 1.04
620WD-8 8 8.35 4 8 4 1.38
620WD-10 10 10.45 3 10 3 2.40
620WD-12 12 12.40 3 12 3 2.50

Parts No.
I.D.
Inches

O.D.
Inches

Max
W.P. PSI 

Approx. Wt. 
Per. Ft. Lbs.

Bend Radius 
Inches

Vacuum Rating 
(In. Hg) 68F

2-1/2” to 10ft  - 50ft no cutting    
12” - 25ft no cutting   

Standard Lengths:
620WD
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A lightweight, flexible drop hose for gasoline delivery service.  Will handle same 
range of products as Tank Truck hose.  Suitable for full vacuum.  Maximum 
aromatic content 50%.

Application:

Tube - Black oil & gasoline resistant nitrile rubber.    
Reinforcement - A double wire helix embedded between two layers of 
textile cords.
Cover - Corrugated red neoprene which is abrasion, oil and gasoline resistant.
Branding - Unbranded

Construction:

-35C to+82C (-31F to+180F)
Temperature Range:

DROP HOSE

DROP-2 2 2.44 8 75 1.23
DROP-3 3 3.50 12 75 1.92
DROP-4 4 4.50 18 75 2.88

Parts No. I.D.
Inches

O.D.
Inches

Max W.P.
PSI

Approx. Wt. 
Per. Ft. Lbs.

DROP

100ft cut to multiples of 5ft
Standard Lengths:

Bend Radius 
Inches

TT

An all purpose suction & discharge hose for gasoline, distillate, kerosene, die-
sel, oil suspensions and emulsions.  Also used as hydraulic return line suction 
hose.  Suitable for full vacuum.  Maximum aromatic content 50%.

Application:

Tube - Black nitrile for maximum oil resistance.   
Reinforcement - A high tensile wire helix embedded between layers of 
textile cords.
Cover - Black abrasion nitrile which is gasoline & oil resistant neoprene 
with blue stripe.
Branding - Blue stripe (Tank Truck 150 PSI)

Construction:

-35C to+82C (-31F to+180F)
Temperature Range:

TANK TRUCK

TT-.75 3/4 1.19 5 150 0.45
TT-1 1 1.42 6 150 0.58
TT-1.25 1-1/4 1.70 7 150 0.78
TT-1.5 1-1/2 1.97 9 150 0.89
TT-2 2 2.48 12 150 1.15
TT-2.5 2-1/2 2.95 20 150 1.40
TT-3 3 3.53 24 150 1.92
TT-3.5 3-1/2 4.06 28 150 2.37
TT-4 4 4.75 32 100 3.20
TT-5 5 5.79 40 100 5.73
TT-6 6 6.85 48 100 5.89

Parts No. I.D.
Inches

O.D.
Inches

Max W.P.
PSI

Approx. Wt. 
Per. Ft. Lbs.

100ft cut to multiples of 5ft
Standard Lengths:

Bend Radius 
Inches
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